
W/D - CONTROL BOX

W19-04K20

D32-02DR

W1-060

Application

Control box for portable standardpumps. 
The unit protects the pumpagainst over-
load. Single phase typesinclude starting 
devices for the pump. 

DT32(Ex)-R03DR

WT19(Ex)-06K25
Application

Control box for portable standard or ex-
plosion proof pumps. The unit protects 
the pump against overload and over-
temperature. Single phase types include 
starting devices for the pump. 

ATTENTION: never install control box in 
Ex-hazardous areas

WT/DT - CONTROL BOX

DA10/32-R02DR
WA/19

WA10/19-06K25

Application

Control box for portable standard or 
explosion proof pumps. The unit allows 
automatic operation of the pump with a 
level controller. 

It protects the pump against overload 
and overtemperature. Single phase 
types include starting devices for the 
pump. 

The WA/... types are suitable for pumps 
with built-on float switch. The WA10... 
and DA10... types are equipped with AS 
type float switches.

ATTENTION: never install control box in 
Ex-hazardous areas !

DA10/32-R02DRDA10/32-R02DR

WA/DA - CONTROL BOX

WA10/19Ex-07K25
DA10/12Ex-04DR

WA1
DA10/32-R02DRDA10/32-R02DR

WA1WA1
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